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ROCKETBOX 2.0

High-Volume Output, One-Tray Workflow Ready.
= MADE IN

UsA $24,950

Fill up to 453 cones per cycle. 2,500 per hour. 20,000+ per day with
a single operator. Now available in two configurations - maximum
throughput or full One-Tray Workflow integration.

Choose Your Configuration

The RocketBox 2.0 supports two tray configurations in the same machine footprint.
Run the 453-joint tray for maximum volume per cycle, or install the adapter plate
with two 72-joint trays to integrate directly into STM's One-Tray Workflow alongside
the Cone Lander, LaunchPad Scale, and Atomic Closer.

OPTION 2

453-JOINT TRAY ADAPTER PLATE + TWO 72-JOINT
e TRAYS
= ROCKETBOX ~, Maximum throughput per cycle. One-Tray Workflow compatible.
STMCANNA.COM + Fill 453 cones in a single cycle - the highest +  The adapter plate fits in the same slot as the
per-cycle output on the RocketBox 2.0. 453 tray and holds two 72-joint trays
+  Built for operations focused on raw volume: simultaneously.

fill fast, pack in bulk, close downstream. +  Fill one tray, pass it to the Cone Lander,
«  One operator. Up to 20,000+ joints per day. LaunchPad Scale, or Atomic Closer. Fill the

N W second while the first travels down the line.
+  Best for: High-volume producers maximizing

fill cycles who close and finish separately. *  No reloading. No joint transfers. One
continuous automated line.

« Best for: Producers connecting fill, weigh,
and close into one seamless workflow.




Machine Features

* Smart Density Software automatically measures and achieves target weight accuracy - no guesswork between runs.

* Variable frequencies of vibration pack each cone from the base up for even, consistent fill distribution across all positions.
» Adjustable lift plate levels cones from the bottom up - no competitor offers this. Eliminates air gaps and uneven base fill.

* Adjustable top tray regulates fill volume for precise weight control across different strains and grind profiles.

 Built-in training mode with on-screen tutorials gets new operators producing at full speed quickly.

e Compatible with 84mm, 98mm, and 109mm cone sizes.

* 1-year parts and labor warranty. US-based support. Built in Spokane, WA.

Specifications

Price $24,950 | Financing available via NEC

Output Up to 453 per cycle | Up to 2,500/hr | 20,000+ joints per day

Tray Options 453-joint tray (max volume) OR adapter plate + two 72-joint trays (One-
Tray Workflow)

One-Tray Workflow Yes - with adapter plate + two 72-joint trays. Compatible with Cone
Lander, LaunchPad Scale, and Atomic Closer

Cone Sizes 84mm, 98mm, 109mm

Dimensions 30"Wx22.25"Dx65"H

Operators Required 1

Warranty 1-year parts and labor

Origin Made in USA - Spokane, WA

Power 110V / 220V



109

STM COMPATIBLE CONES

King Size /109 MM
Standard for + 1g

TRAY NAME “109 MM"
RANGE 1g

TOTAL LENGTH 109 MM
FILTER 26 + MM

TOP OPENING 12.5 + MM

98 MM

98 Standard / 98 MM
Standard for + .75g

TRAY NAME “98 MM”
RANGE .5g - .79

TOTAL LENGTH 83-98 MM
FILTER 20-30 + MM

TOP OPENING 11.8 MM

84 MM

1-1/4" | 84 MM
Standard for + .5

TRAY NAME “84 MM”
RANGE .59

TOTAL LENGTH 84 MM
FILTER 26 + MM

TOP OPENING 10-10.5 = MM

70 MM

Dogwalker /70 MM
Standard for + .35g

TRAY NAME “Dogwalker”
RANGE .25g - .59
TOTAL LENGTH 70 MM

FILTER 30 + MM

TOP OPENING 9 + MM




FREQUENTLY
ASKED QUESTIONS

HOW DOES THE STM ROCKETBOX WORK?

The RocketBox 2.0 funnels material through a top tray into empty cones through the nitrogen-filled airbag
leveling system which provides a superior even vibration for a more accurate fill and pack. Other products such
as the Futurola Knockbox use a tamping vibration method which is not a reliable.

HOW FAST IS THE ROl ON THE ROCKETBOX 2.0?

The ROI will depend on how many pre-rolls are produced. However, the RocketBox 2.0 reduces labor costs and
pays for itself generally in weeks to a few months. With limited customization options, competitors joints often
require tedious manual work post-cycle (hand-packing, tamping, etc.) prior to entering the closing stage.
Alongside 51% faster output than its closest competitor, the RocketBox allows the operator to customize each
cycle in order to accommodate different material types, reduce manual fixes and speed up the closing process.

WHAT IS THE ADJUSTABLE TOP TRAY?

The RocketBox 2.0 has an adjustable lift plate for each joint size (84, 98, 109). The lift plate levels the cones
from the bottom up to provide more even filling to your target weights.

WHAT IS THE ADJUSTABLE LIFT PLATE?

The adjustable top tray sits on top of the bottom tray and regulates fill volume for increased target weight
accuracy.



RocketBox
Comparison

FEATURES
Pricing

Up to Per Hour*
Up to Per Day*

Target Producer

Can Be Used in One
Tray Workflow

Features
Tray Sizes
Dimensions

Joint Sizes

MINI-
ROCKETBOX+

$6,600

+1250*
+10,000*

SMALL TO
MEDIUM

v

NO PRE-WEIGHING,
FAST, EASY TO USE
AND CLEAN

72-JOINT
143-JOINT

14"X10"X17"

70MM, 84MM,
98MM, 109MM
& CUSTOM

S

o
# ROCKETROX =

ROCKETBOX
2.0

$24,950

+2500*
+25,000*

MEDIUM
TO LARGE

v

453 JOINTS PER
CYCLE, BUILT IN
TRAINING VIDEOS

72-JOINT
143-JOINT

30"X22°X65"

84MM, 98MM,
109MM

ROCKETBOX
PRO

$59,950

+5000*
+40,000%

LARGE &
CO-PACKERS

v

RUN MULTIPLE
STRAINS & SIZES AT
ONCE, AUTO TIMERS

72-JOINT
143-JOINT

37X 22°X 62"

70MM, 84MM,
98MM, 109MM
& CUSTOM




ROCKETBOX 2.0

ACCESSORIES

STMCANNA.

com

.

:

453-Joint Top Tray
$2,085

For Use With Any
453-Bottom Tray

453-Joint Bottom Tray
$2,085
See Page 7 for Paper Sizing

Loading Box
$1,150
Holds Bottom Tray to

Load Cones & Off-
Load Top Tray

Maintenance Bundle $258.75

Includes spare Knob Kit, Compressor,
Set of Washers, Flap Kit, Lift Plate Bolts,
Graduated Cylinder, and spare Top &
Bottom Tray Plastic Cones and Funnels



REVOLUTION
2.0

GRIND.

Grind size is the most
important for a superior
pre-roll.The STM Canna
Revolution 2.0 Grinder:
Precision in every grind.

LAUNCHPAD
SCALE

WEIGH.

Precise weights save
time and money. Invest
in a lab grade scale to
elevate precision in
measuring.

OPTIONAL EQUIPMENT

FOR USE IN THE ONE-TRAY WORKFLOW

ASTRO
INFUSER 2.0

INFUSE.

Enhance your profits
signifcantly with oil
infused pre-rolls with
the Astro Infuser, the
world’s fastest.

ATOMIC CLOSER

Precise weights save
time and money. Invest
in a lab grade scale to
elevate precision in
measuring.



